SNOW PLOW HEAD LIGHTS
WITH FPT, DRL & MAXXHEAT SEE PAGE 3

MSLS SERIES FLEXIBLE LINKABLE STRIP LIGHT SYSTEM
18” & 24” STRIPS WITH LINKS SEE PAGE 6

SHARE YOUR PHOTOS ON FACEBOOK OR INSTAGRAM USING #MAXXIMAINSTALLS
GET SOME MAXXIMA SWAG IF YOUR PHOTO GETS FEATURED!
NEW LED SHOP LIGHTS

2-FOOT SHOP LIGHT, CLEAR LENS, 2,500 LUMEN 120VAC

PART NUMBER MSL-202500C

FEATURES & BENEFITS

• 2,500 Lumen Clear polycarbonate lens
• Aluminum and polycarbonate housing
• Plug & play with power cord and plug provided
• Link up to 4 together with built in cord and plug
• 5’ standard power cord
• Chain for hanging fixture

Dimensions 23.8” L X 5.1” W X 1.8” D
Ratings 120VAC, 40W, ETL Listed

Safety Certification

2-FOOT SHOP LIGHT, FROSTED LENS, 2,000 LUMEN 120VAC

PART NUMBER MSL-202000F

FEATURES & BENEFITS

• 2,000 Lumen Frosted polycarbonate lens
• Aluminum and polycarbonate housing
• Plug & play with power cord and plug provided
• Link up to 4 together with built in cord and plug
• 5’ standard power cord
• Chain for hanging fixture

Dimensions 23.8” L X 5.1” W X 1.8” D
Ratings 120VAC, 40W, ETL Listed

Safety Certification
## SNOW PLOW LIGHT SYSTEMS WITH OPTIONAL DRL AND MaxxHeat LENS

### PART NUMBER

<table>
<thead>
<tr>
<th>PART NUMBER</th>
<th>MSPHL-10DRL-MH</th>
<th>Rectangular LED Snow Plow Light with PFT, MaxxHeat and DRL</th>
</tr>
</thead>
<tbody>
<tr>
<td>LEDs</td>
<td>64</td>
<td>・ FMVSS 108US &amp; CMVSS 108 CN Compliant</td>
</tr>
<tr>
<td>Voltage</td>
<td>12VDC</td>
<td>・ Legal Heading</td>
</tr>
<tr>
<td>Amp Draw</td>
<td>5.1A</td>
<td>・ DOT SAE DRL HL VOR I6 P</td>
</tr>
<tr>
<td>Connector</td>
<td>6 Blunt Cut Wires</td>
<td>・ 5 Year Warranty</td>
</tr>
<tr>
<td>Dimensions</td>
<td>10.3” L X 4.9”W X 3.3” D</td>
<td></td>
</tr>
<tr>
<td>Material</td>
<td>Aluminum Body, High Impact Glass Lens</td>
<td></td>
</tr>
</tbody>
</table>
RECTANGULAR LED SNOW PLOW LIGHT WITH PFT AND MaxxHeat LENS.

PART NUMBER | MSPHL-10-MH
---|---
LEDs | 34
Voltage | 12VDC
Amp Draw | 5.1A
Connector | 5 Blunt Cut Wires
Dimensions | 10.3” L X 4.9” W X 3.3” D
Material | Aluminum Body, High Impact Glass Lens

• FMVSS 108US & CMVSS 108 CN Compliant
• Legal Heading - DOT SAE DRL HL VOR I6 P
• 5 Year Warranty

RECTANGULAR LED SNOW PLOW HEAD LIGHT WITH PFT

PART NUMBER | MSPHL-10
---|---
LEDs | 34
Voltage | 12VDC
Amp Draw | 5.1A
Connector | 5 Blunt Cut Wires
Dimensions | 10.3” L X 4.9” W X 3.3” D
Material | Aluminum Body, High Impact Glass Lens

• FMVSS 108US & CMVSS 108 CN Compliant
• Legal Heading - DOT SAE DRL HL VOR I6 P
• 5 Year Warranty
Maxxima introduces our first LED Work lights with MaxxHeat technology. The very popular MWL-19-A-MH White and MWL-19Y-A-MH Amber thin compact body with space age polymer lens and housing. Now equipped with the MaxxHeat lens heating system. When the outside temperature drops below 45 degrees the lens heating system kicks in keeping the lens free from snow and ice buildup.

**NEW 675 LUMEN MAXXHEAT WORK LIGHTS**

Maxxima introduces our first LED Work lights with MaxxHeat technology. The very popular MWL-19-A-MH White and MWL-19Y-A-MH Amber thin compact body with space age polymer lens and housing. Now equipped with the MaxxHeat lens heating system. When the outside temperature drops below 45 degrees the lens heating system kicks in keeping the lens free from snow and ice buildup.
INTERIOR LED LIGHTING NEW MSLS-LINKABLE SYSTEM FLEXIBLE SILICONE ADHESIVE STRIP LIGHTING

PART NUMBER | MSLS-1827LNK | MSLS-2436LNK | MSLS-SL6 | MSLS-ML9
---|---|---|---|---
LEDs | 27 | 36 | N/A | N/A
Overall Length | 26" | 36" | 7" | 9"
Height | 0.5" | 0.5" | 0.5" | 0.5"
Voltage | 12.8VDC | 12.8VDC | 12.8VDC | 12.8VDC
Amp Draw | 0.4A | 0.52A | N/A | N/A

- Linkable LED Strip Lights include molded end caps
- Unlimited configurations
- Light runs up to 33 feet using the TLINK
- Interior/exterior use—IP-67 Rating
- Low profile
- Easy routing on tight corners using short links
- Easy to Install 3M Self Adhesive Backing
- 5 Year Warranty
  
  — 2 Year Warranty if Applied to Exterior Surfaces
**NEW LED TEMPORARY WORK LIGHTS**

**60 WATT, 7200 LUMEN, TEMPORARY WORK LIGHT, LINKABLE, 120VAC**

- **PART NUMBER** MPWL-60L
- 7,200 Lumens
- Linkable Up To 10 Units (Max 960 Watts)
- IP65 Rated for outdoor water resistant use
- 10 ft. long, 3 pin grounded power cord
- 360° Beam Angle
- Operating Temperature: -30° C to +55° C
- 3 Year Warranty

Dimensions: 10.9” Height X 6.8” Diameter
Ratings: UL Listed, cUL Listed

**100 WATT, 12,000 LUMEN, TEMPORARY WORK LIGHT, LINKABLE, 120VAC**

- **PART NUMBER** MPWL-100L
- 12,000 Lumens
- Linkable Up To 8 Units (Max 960 Watts)
- IP65 Rated for outdoor water resistant use
- 10 ft. long, 3 pin grounded power cord
- 360° Beam Angle
- Operating Temperature: -30° C to +55° C
- 3 Year Warranty

Dimensions: 11.3” Height X 6.8” Diameter
Ratings: UL Listed, cUL Listed

**150 WATT, 18,000 LUMEN, TEMPORARY WORK LIGHT, LINKABLE, 120VAC**

- **PART NUMBER** MPWL-150L
- 18,000 Lumens
- Linkable Up To 6 Units (Max 960 Watts)
- IP65 Rated for outdoor water resistant use
- 10 ft. long, 3 pin grounded power cord
- 360° Beam Angle
- Operating Temperature: -30° C to +55° C
- 3 Year Warranty

Dimensions: 12.7” Height X 6.8” Diameter
Ratings: UL Listed, cUL Listed

**5-FIXTURE LED STRING LIGHT, 10,000 LUMEN, 100 WATT, 50 FOOT, LINKABLE, 120VAC**

- **PART NUMBER** MPWL-S100L
- 10,000 Lumens (2,000 Lumens per fixture head)
- 5 fixtures per string
- 10 ft. between each light fixture
- Linkable Up To 12 Strings
- IP65 Rated for outdoor water resistant use
- 3 Year Warranty

Dimensions: 7.3” Height X 4.7” Diameter
The New MHLE Series is the perfect forward lighting solution for Fleets and Owner Operators alike. With 100% Polycarbonate construction for the Lens & Body. The lights are ultra lightweight compared to traditional metal housings. The lens are hard coated with SILFORT UV3000. All lamps have built in 3 Pin Male H4 connector.

### PART NUMBER

**MHLE-4X6HI**  **4X6 RECTANGULAR HIGH BEAM**

<table>
<thead>
<tr>
<th>Specifications</th>
<th>MHLE-4X6HI</th>
</tr>
</thead>
<tbody>
<tr>
<td>LEDs</td>
<td>5</td>
</tr>
<tr>
<td>Voltage</td>
<td>Auto Select 12/24VDC</td>
</tr>
<tr>
<td>Connector</td>
<td>3 Pin Make H4</td>
</tr>
<tr>
<td>Dimensions</td>
<td>6.6” X 4.2” X 3.4”</td>
</tr>
<tr>
<td>Amp Draw</td>
<td>0.8A 12V / 0.4A 24V</td>
</tr>
<tr>
<td>Legal Heading</td>
<td>DOT U SAE HL</td>
</tr>
<tr>
<td>Lumens</td>
<td>750</td>
</tr>
</tbody>
</table>

- FMVSS-108 and CMVSS-108 Compliant
- SILFORT Hard Coated Lens
- Polycarbonate Lens & Housing
- Retrofits ANSI# H4651
- 3 Year Warranty

### PART NUMBER

**MHLE-4X6LO**  **4X6 RECTANGULAR LOW BEAM**

<table>
<thead>
<tr>
<th>Specifications</th>
<th>MHLE-4X6LO</th>
</tr>
</thead>
<tbody>
<tr>
<td>LEDs</td>
<td>5</td>
</tr>
<tr>
<td>Voltage</td>
<td>Auto Select 12/24VDC</td>
</tr>
<tr>
<td>Connector</td>
<td>3 Pin Make H4</td>
</tr>
<tr>
<td>Dimensions</td>
<td>6.6” X 4.2” X 3.4”</td>
</tr>
<tr>
<td>Amp Draw</td>
<td>0.8A 12V / 0.4A 24V</td>
</tr>
<tr>
<td>Legal Heading</td>
<td>DOT L SAE HL</td>
</tr>
<tr>
<td>Lumens</td>
<td>700</td>
</tr>
</tbody>
</table>

- FMVSS-108 and CMVSS-108 Compliant
- SILFORT Hard Coated Lens
- Polycarbonate Lens & Housing
- Retrofits ANSI# H4656
- 3 Year Warranty
The New MHLE Series is the perfect forward lighting solution for Fleets and Owner Operators alike. With 100% Polycarbonate construction for the Lens & Body. The lights are ultra lightweight compared to traditional metal housings. The lens are hard coated with SILFORT UVH3000. All lamps have built in 3 Pin Male H4 connector.

### PART NUMBER

<table>
<thead>
<tr>
<th>MHLE-5X7HILO</th>
<th>5X7 RECTANGULAR DUAL BEAM</th>
</tr>
</thead>
<tbody>
<tr>
<td>LEDs</td>
<td>10</td>
</tr>
<tr>
<td>Voltage</td>
<td>Auto Select 12/24VDC</td>
</tr>
<tr>
<td>Connector</td>
<td>3 Pin Make H4</td>
</tr>
<tr>
<td>Dimensions</td>
<td>7.9” X 5.6” X 3.9”</td>
</tr>
<tr>
<td>Amp Draw</td>
<td>1.6A 12V / 0.8A 24V</td>
</tr>
<tr>
<td>Legal Heading</td>
<td>DOT SAE HL</td>
</tr>
<tr>
<td>Lumens</td>
<td>400 Low 1100 High</td>
</tr>
<tr>
<td>- FMVSS-108 and CMVSS-108 Compliant</td>
<td></td>
</tr>
<tr>
<td>- SilIFORT Hard Coated Lens</td>
<td></td>
</tr>
<tr>
<td>- Polycarbonate Lens &amp; Housing</td>
<td></td>
</tr>
<tr>
<td>- Retrofits ANSI# 6052, 6053, H6054</td>
<td></td>
</tr>
<tr>
<td>- 3 Year Warranty</td>
<td></td>
</tr>
</tbody>
</table>

### PART NUMBER

<table>
<thead>
<tr>
<th>MHLE-07HILO</th>
<th>7” ROUND DUAL BEAM</th>
</tr>
</thead>
<tbody>
<tr>
<td>LEDs</td>
<td>10</td>
</tr>
<tr>
<td>Voltage</td>
<td>Auto Select 12/24VDC</td>
</tr>
<tr>
<td>Connector</td>
<td>3 Pin Male H4</td>
</tr>
<tr>
<td>Dimensions</td>
<td>7.0” Dia. X 3.75” Depth</td>
</tr>
<tr>
<td>Amp Draw</td>
<td>1.6A 12V / 0.8A 24V</td>
</tr>
<tr>
<td>Legal Heading</td>
<td>DOT SAE HL</td>
</tr>
<tr>
<td>Lumens</td>
<td>400 Low 1100 High</td>
</tr>
<tr>
<td>- FMVSS-108 and CMVSS-108 Compliant</td>
<td></td>
</tr>
<tr>
<td>- SilIFORT Hard Coated Lens</td>
<td></td>
</tr>
<tr>
<td>- Polycarbonate Lens &amp; Housing</td>
<td></td>
</tr>
<tr>
<td>- Retrofits ANSI# 6014, 6015, 6016, H6024</td>
<td></td>
</tr>
<tr>
<td>- 3 Year Warranty</td>
<td></td>
</tr>
</tbody>
</table>
### NEW M63352RDF-48X 6” OVAL RED 14 LED STT THIN PROFILE SURFACE MOUNT WITH 48” DRY-FIT PIG TAIL CONNECTOR

<table>
<thead>
<tr>
<th>PART NUMBER</th>
<th>LED Color</th>
<th>Optional Mounting TAPE</th>
<th>Thin Oval Mounting Grommet</th>
<th>Stainless Steel Bezel</th>
</tr>
</thead>
<tbody>
<tr>
<td>M63352RDF-48X</td>
<td>RED</td>
<td>M63350-TAPE</td>
<td>M50607</td>
<td>M50416</td>
</tr>
</tbody>
</table>

- **LEDs**: 14
- **Dimensions**: 6.5” X 2.3” X 0.5”
- **DOT/SAE**: J1395, J1398, J585E, J594, J1957
- **Voltage**: 12.8VDC
- **Amp Draw**: 230MA
- **Legal Heading**: I6S2T2, U3
- **Mounting**: 2 Holes, Grommet or Tape

### NEW 1.7” ROUND MINI DUAL COLOR EMERGENCY WARNING LIGHTS

<table>
<thead>
<tr>
<th>PART NUMBER</th>
<th>Dual Color</th>
</tr>
</thead>
<tbody>
<tr>
<td>M20382WYCL-DC</td>
<td>WHITE/AMBER</td>
</tr>
<tr>
<td>M20382GYCL-DC</td>
<td>GREEN/AMBER</td>
</tr>
</tbody>
</table>

- **LEDs**: 6
- **Dimensions**: 1.7” Dia. x 0.9” Depth
- **Amp Draw**: 0.9A
- **Voltage**: Dual 12/24VDC
- **Connector**: 4 Wire 8” Blunt Cut
- **Mounting**: 2 Hole Surface 2”
  - 27 Selectable Flash Patterns
  - Synchronized & Alternating Patterns
  - Polycarbonate Lens & Aluminum Housing
  - Flasher Module Built In
  - Mounting Gasket Included
  - Low Profile Design
  - 5 Year Warranty

### NEW 1.7” ROUND MINI CLASS 1 EMERGENCY WARNING LIGHTS

<table>
<thead>
<tr>
<th>PART NUMBER</th>
<th>Color</th>
</tr>
</thead>
<tbody>
<tr>
<td>M20381YCL</td>
<td>AMBER</td>
</tr>
<tr>
<td>M20381BCL</td>
<td>BLUE</td>
</tr>
</tbody>
</table>

- **LEDs**: 3
- **Dimensions**: 1.7” Dia. x 0.9” Depth
- **Amp Draw**: 0.9A
- **Voltage**: Dual 12/24VDC
- **Connector**: 4 Wire 8” Blunt Cut
- **Mounting**: 2 Hole Surface 2”
  - 18 Flash Patterns
  - Synchronized & Alternating Patterns
  - Polycarbonate Lens & Aluminum Housing
  - Flasher Module Built In
  - Mounting Gasket Included
  - Low Profile Design
  - 5 Year Warranty

NEW 1.7" S.T.T. AND 1.7" EMERGENCY WARNING LIGHTS.
**MWL-61**  
**5,000 LUMEN ULTRA BRIGHT EXTERIOR LIGHT**

New MWL-61 56 LEDs 5,000 Lumen Exterior Scene Light. The adjustable four hole standard surface mount bracket allows for easy installation.

### Part Number MWL-61

<table>
<thead>
<tr>
<th>Feature</th>
<th>Specification</th>
</tr>
</thead>
<tbody>
<tr>
<td>LEDs</td>
<td>56</td>
</tr>
<tr>
<td>Lumen</td>
<td>5,000</td>
</tr>
<tr>
<td>Dimensions</td>
<td>10.6&quot; W X 3.7&quot; H X 2.4&quot; D</td>
</tr>
<tr>
<td>Voltage</td>
<td>12-36VDC</td>
</tr>
<tr>
<td>Amp Draw</td>
<td>4.5A 12VDC / 2.3A 24VDC</td>
</tr>
<tr>
<td>Connector</td>
<td>Deutsch DT-04 Male Connector / Female Connector with Blunt Cut 5&quot; Supplied</td>
</tr>
<tr>
<td>Mounting</td>
<td>(2) Metric M8 Diameter Bolts</td>
</tr>
<tr>
<td>Warranty</td>
<td>5 Year</td>
</tr>
</tbody>
</table>